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Preface

Important  Reference  Items

XP  Piping  Information  Table

Direct  Bury  (D) Primary  Pipe  Rating  (psi) Secondary  Pipe  Rating  (psi) Minimum  Bend  Radius

Contacting  FFS



Safety

Warning

Inspection  of  Materials

Storing  Materials

Installation  Temperature  Range

Trenches

Important:    

  

Figure  1:  XP  Pipe  Installation  Cross  Section
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Spacing  Requirements  (Crossovers)

XP  Burial  Depths

XP  Piping  Slopes

Installation

Sump  Cutdown

Sump  Lids/Manholes

Pipe  Pulling

Fittings

Concrete  Surface  
Top  of  Island  Form  

Sump  Lid  

3"  (76  mm)  

Trim  

Large  Mouth  

Dispenser  Sump

Underground  Storage  Tank  

Trim  Location  
(every  3"  or  76  mm)  

Trim  cut  must  be  made  
within  this  area.  

.38  (9.65  mm)  
.19  (4.83  mm)  

Tank  Sump

a  straight  cut  be  made  

in  the  valley  of  the  tank  

Figure  2:  Sump  Preparation
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Boots

Figure  3:  Turbine  Sump

Figure  4:  Dispenser  Sump
Ducting

Sump

Ducted  Entry  Boot

Ducting
DCT-400

Measure  to  Faceplate

Figure  5:  Duct  Installation

Figure  3:  Pipe  Termination  Collar  Location

Pipe  Cutback

  DWC-XP-XXX  Double  Wall  
Cutter  (SC)  Installation  Instructions

  

*  

*

Pipe  Layers



Testing

Installation  Testing

Secondary  Piping  Test  Pressure

TRK-100  Test  Regulator  Kit  Installation  
Instructions



Ducting  Test  Pressure

TRK-100  Test  Regulator  Kit  Installation  
Instructions

Sumps

Secondary  Test  Pressure

Ducting  Test  Pressure

Sumps



Records

Checklist

Installation  Checklist  and  Warranty  Start-Up  Form

Sump  Inspection  Register

Inspections

or
Sump  Inspection  Register

Sump  Inspection  Register  

Repairs

Sump  Inspection  Register
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