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MD-Series Flexible Entry Boots

Split Test BootsRigid Entry Boots

MD-SERIES FLEXIBLE 
ENTRY BOOTS
When using the APT metallic ducted (MD) pipe, the use of the 
MD-Series flexible entry boot is required. These boots are similar in 
design to our standard flexible entry boots, except they include an 
additional seal that faces outward to secure the MD layer of the pipe 
to the sump wall, and terminate the single or secondary contained 
piping on the inside of the sump for a watertight seal.

Model Description
FEB-075-MDD Flexible entry boot for P-075-MD
FEB-075-MD Flexible entry boot for P-075-MD
FEB-100-MDD Flexible entry boot for XP-100-MDD
FEB-100-MD Flexible entry boot for XP-100-MD
FEB-150-MDD Flexible entry boot for XP-150-MDD
FEB-150-MD Flexible entry boot for XP-150-MD
FEB-175-MDD Flexible entry boot for XP-175-MDD
FEB-175-MD Flexible entry boot for XP-175-MD
FEB-200-MDD Flexible entry boot for XP-200-MDD
FEB-200-MD Flexible entry boot for XP-200-MD
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Model A B Mtg. 
Hole Size

Mtg. 
Studs

FEB-075-MDD 1.05" 1.70" 2.00" 4

FEB-075-MD 1.32" 2.00" 3.50" 8

FEB-100-MDD 1.32" 2.00" 3.50" 8

FEB-100-MD 1.70" 2.40" 3.50" 8

FEB-150-MDD 1.75" 2.40" 3.50" 8

FEB-150-MD 2.00" 2.88" 3.50" 8

FEB-175-MDD 2.00" 2.88" 3.50" 8

FEB-175-MD 2.40" 2.88" 3.50" 8

FEB-200-MDD 2.50" 3.50" 3.50" 8

FEB-200-MD 2.88" 3.50" 3.50" 8

Model Description
REB-150-SC Rigid entry boot for XP-150-SC double wall pipe
REB-175-SC Rigid entry boot for XP-175-SC double wall pipe
REB-200-SC Rigid entry boot for XP-200-SC double wall pipe

Model Description
SPTB-150 Split test boot for XP-150-SC double wall pipe
SPTB-175 Split test boot for XP-175-SC double wall pipe
SPTB-200 Split test boot for XP-200-SC double wall pipe

Highlights
• Same proven design features of APT standard flexible  

entry boots.

• Inner seal provides watertight seal around the single or  
secondary contained product pipe.

• The outer seal secures the MD layer to the sump wall.

• Double seals offer additional security for the harsh   
conditions of marina and aboveground applications.

• Made from gas- and oil-resistant Nitrile rubber.

• Will work on round sumps of 36" or larger diameter.

TERMINATION BOOTS


